
Arsen

prıce lıst
-2015-

9001:2008
ISOQ

UA
LI

TY M
ANAGEMENT SYSTEM

R
E

G
ISTERED COMPA

N
Y

EN ISO
10380

PRODUCED AND TESTED √18001
OHSAS

CERTIFI
ED

 HE
ALT

H & SAFETY MANAGEMENT SYSTEM

LISTED

USC ULR



CORPORATE

Arsen Industrial Installation Products Co.Ltd. established in January of 2003 to produce flexible 
metal hoses, rather than trying to increase variety of products, focusing on main issues, aims to 
produce higher quality materials with over 10 years of experience in manufacturing. By utilizing 
feedbacks from customers, conducting automation in all areas of production, Arsen Ltd. has 
continuously improved quality and has gained customer satisfaction and appreciation both in 
Turkey and over 30 countries as exporter.
Arsen Co.Ltd. has started an export attack with 10% in 2009 and come near its target of 
contributing country’s economy more by exporting 45% of total production.
Arsen Co.Ltd. produces fire sprinkler hoses, fan coil hoses, solar Connection Hoses, boiler 
hoses, seismic omega loop hoses, metal expansion joints and their accessories.

Customer satisfaction is our primary goal.
In order to meet the customer needs, to make management and staff to work in harmony with 
our quality management system and in a positive approach,
By following a policy open to technical improvements, to make investments for a quick and 
perfect service in order to be a leader in technical installation device production,
To make improvement in our quality system in order to produce products which follow related 
standards, which are models with their material and workmanship and are accepted worldwide,
For our quality policy to be accepted and to help personal improvement, by organizing trainings 
and several activities, to arrange a working environment which staff feel safe to work and be 
proud to be a member of our company are our several objectives.

Corporate

Quality Policy
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Flexible Metal Hoses With Fittings

FLEXIBLE METAL HOSES

Hose: 
AISI 304L/316L Stainless Steel

Fittings: 
St37 Carbon Steel (CrNi Coated)

Length
(mm)

Male-Female / Female-Female Connections

1/2" 3/4" 1" 11/4" 11/2" 2"

€/Pcs. $/Pcs. €/Pcs. $/Pcs. €/Pcs. $/Pcs. €/Pcs. $/Pcs. €/Pcs. $/Pcs. €/Pcs. $/Pcs.

250 9.6 11.9 14.5 18.1 26.6 33.1 32.3 40.3 43.5 54.1 77.1 96.0

300 10.1 12.5 15.3 19.0 27.8 34.6 34.1 42.5 45.7 56.9 79.6 99.1

350 10.6 13.1 16.0 20.0 28.9 36.0 35.8 44.6 47.9 59.7 82.1 102.2

400 11.0 13.8 16.8 20.9 30.1 37.5 37.6 46.8 50.2 62.5 84.6 105.4

450 11.5 14.4 17.5 21.8 31.3 39.0 39.3 49.0 52.4 65.3 87.1 108.5

500 12.0 15.0 18.3 22.8 32.4 40.4 41.0 51.1 54.7 68.1 89.6 111.6

600 13.0 16.2 19.8 24.6 34.8 43.3 44.5 55.4 59.1 73.7 94.6 117.9

700 13.9 17.4 21.3 26.5 37.1 46.2 48.0 59.8 63.6 79.2 99.6 124.1

800 14.9 18.6 22.8 28.4 39.4 49.1 51.5 64.1 68.1 84.8 104.7 130.4

900 15.9 19.8 24.3 30.3 41.8 52.0 54.9 68.4 72.6 90.4 109.7 136.6

1000 16.8 21.0 25.8 32.1 44.1 54.9 58.4 72.8 77.1 96.0 114.7 142.9

1500 21.7 27.0 33.3 41.5 55.7 69.4 75.8 94.4 99.5 123.9 139.8 174.1

2000 26.5 33.0 40.9 50.9 67.4 83.9 93.2 116.1 121.9 151.8 164.9 205.4

Braid: 
AISI 304 Stainless Steel

Prices are determined according to FOB/FCA delivery type.

Male Side Threads: Conical thread according to ISO 7-1
Female Side Threads: Cyclindirical thread according to ISO 228-1
Connection type: According to EN ISO 10806
Production: According to EN ISO 10380

Arsen®



A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

.   A
R

S
E

N
 L

T
D

. 

Arsenflex®

2015 
prıce lıst

5

9001:2008
ISOQ

UA
LI

TY M
ANAGEMENT SYSTEM

R
E

G
ISTERED COMPA

N
Y

EN ISO
10380

PRODUCED AND TESTED

√18001
OHSAS

CERTIFI
ED

 HE
ALT

H & SAFETY MANAGEMENT SYSTEM

Flexible Metal Hoses Without Fittings

FLEXIBLE METAL HOSES

DN Without Braiding With Braiding - Single With Braiding - Double

(Inch) (mm) €/m. $/m. €/m. $/m. €/m. $/m.
1/4" 6,1 4.8 6.0 7.8 9.7 11.1 13.8

5/16" 8,2 4.8 6.0 8.0 10.0 11.6 14.4
3/8" 10,1 4.8 6.0 8.5 10.6 12.6 15.7
1/2" 12,2 4.3 5.3 7.9 9.8 12.1 15.1
5/8" 16,2 5.7 7.1 11.4 14.2 17.7 22.0
3/4" 20,3 8.0 10.0 14.3 17.8 27.1 33.8

1" 25,4 9.3 11.6 18.6 23.1 31.4 39.1
11/4" 34,3 16.1 20.0 27.3 34.0 39.7 49.4
11/2" 40,0 17.7 22.0 33.8 42.0 51.4 64.0

2" 50,5 22.5 28.0 37.0 46.0 56.3 70.0
21/2" 65,0 - - 64.3 80.0 93.2 116.0

3" 80,0 - - 69.9 87.0 104.5 130.0
4" 100,0 - - 99.6 124.0 150.3 187.0
5" 125,0 - - 136.6 170.0 196.1 244.0
6" 150,0 - - 184.8 230.0 265.2 330.0
8" 200,0 - - 241.1 300.0 337.5 420.0

10" 250,0 - - 554.5 690.0 776.3 966.0
12" 300,0 - - 924.1 1150.0 1293.8 1610.0

Hose: 
AISI 304L/321 Stainless Steel

Braid: 
AISI 304 Stainless Steel

Connections: 
Without Fittings

Prices are determined according to FOB/FCA delivery type.

 Please see catalogue for pressure and temperature resistances.

Arsen®
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Fire Sprinkler Hoses 
With Braiding DN20 - DN25

FIRE SPRINKLER HOSES

Product Code L (mm) Price
Euro/Pcs.

Price
Usd/Pcs.

A-SP500-20 500 16.1 20.1
A-SP600-20 600 17.0 21.2
A-SP700-20 700 17.9 22.3
A-SP900-20 900 19.7 24.6

A-SP1000-20 1000 21.5 26.8
A-SP1200-20 1200 23.3 29.0
A-SP1500-20 1500 26.2 32.6
A-SP1800-20 1800 29.0 36.2

Prices are determined according to FOB/FCA delivery type.

Hose: 
AISI 316L 

Stainless Steel

Conn. Adapter: 
St37 Carbon Steel 

(Zinc Coated)

Fittings: 
St37 Carbon Steel 

(CrNi Coated)

Braid: 
AISI 316L 

Stainless Steel

Approved Test 
Pressure: 

20 Bar

DN25 

DN20 

Product Code L (mm) Price
Euro/Pcs.

Price
Usd/Pcs.

A-SP500-25 500 18.6 23.2
A-SP600-25 600 20.1 25.0
A-SP700-25 700 21.5 26.8
A-SP900-25 900 24.4 30.4

A-SP1000-25 1000 25.8 32.1
A-SP1200-25 1200 28.7 35.7
A-SP1500-25 1500 33.0 41.1
A-SP1800-25 1800 37.3 46.4

Arsen®
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Fire Sprinkler Hoses 
Without Braiding DN20 - DN25

FIRE SPRINKLER HOSES

Prices are determined according to FOB/FCA delivery type.

Hose: 
AISI 316L 

Stainless Steel

Conn. Adapter: 
St37 Carbon Steel 

(Zinc Coated)

Fittings: 
St37 Carbon Steel 

(CrNi Coated)

Approved Test 
Pressure: 

16 Bar

DN25 

DN20 Product Code L (mm) Price
Euro/Pcs.

Price
Usd/Pcs.

A-USP500-20 500 15.4 19.2
A-USP600-20 600 16.1 20.1
A-USP700-20 700 16.8 21.0
A-USP900-20 900 18.3 22.8

A-USP1000-20 1000 19.0 23.7
A-USP1200-20 1200 20.4 25.4
A-USP1500-20 1500 22.6 28.1
A-USP1800-20 1800 24.7 30.8

Product Code L (mm) Price
Euro/Pcs.

Price
Usd/Pcs.

A-USP500-25 500 17.7 22.1
A-USP600-25 600 18.6 23.2
A-USP700-25 700 19.5 24.3
A-USP900-25 900 21.3 26.6

A-USP1000-25 1000 22.2 27.7
A-USP1200-25 1200 24.0 29.9
A-USP1500-25 1500 26.7 33.3
A-USP1800-25 1800 29.4 36.6

Arsen®
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FAN COIL HOSES

Fan Coil Hoses Without Brading  
(Uninsulated)

Fan Coil Hoses Without Braiding 
(Insulated)

Hose: 
AISI 316L 

Stainless Steel

Insulation: 
9mm Rubber

Fittings: 
St37 Carbon Steel (CrNi 

Coated)

Insulation Ferrule: 
Plastic

Male Side Threads: Conical thread according to ISO 7-1
Female Side Threads: Cyclindirical thread according to ISO 228-1
Connection Type: According to EN ISO 10806
Production: According to EN ISO 10380

Prices are determined according to FOB/FCA delivery type.

Length
(mm)

Hose Inside
Diameter 12mm

Hose Inside
Diameter 16mm

Hose Inside
Diameter 20mm

1/2"x1/2" 1/2"x3/4" 3/4"x3/4" 1"x1"

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

200 4.3 5.4 5.4 6.7 5.7 7.1 7.2 8.9

250 4.5 5.6 5.7 7.1 6.1 7.6 7.7 9.6

300 4.7 5.8 6.1 7.6 6.5 8.0 8.2 10.3

350 4.8 6.0 6.5 8.0 6.8 8.5 8.8 10.9

400 5.0 6.3 6.8 8.5 7.2 8.9 9.3 11.6

450 5.2 6.5 7.2 8.9 7.5 9.4 9.9 12.3

500 5.4 6.7 7.5 9.4 7.9 9.8 10.4 12.9

600 5.7 7.1 8.2 10.3 8.6 10.7 11.5 14.3

700 6.1 7.6 9.0 11.2 9.3 11.6 12.5 15.6

800 6.5 8.0 9.7 12.1 10.0 12.5 13.6 17.0

Length
(mm)

Hose Inside
Diameter 12mm

Hose Inside
Diameter 16mm

Hose Inside
Diameter 20mm

1/2"x1/2" 1/2"x3/4" 3/4"x3/4" 1"x1"

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

200 5.4 6.7 6.8 8.5 7.2 8.9 9.0 11.2

250 5.6 6.9 7.2 8.9 7.5 9.4 9.5 11.8

300 5.7 7.1 7.5 9.4 7.9 9.8 10.0 12.5

350 5.9 7.4 7.9 9.8 8.2 10.3 10.6 13.2

400 6.1 7.6 8.2 10.3 8.6 10.7 11.1 13.8

450 6.3 7.8 8.6 10.7 9.0 11.2 11.6 14.5

500 6.5 8.0 9.0 11.2 9.3 11.6 12.2 15.2

600 6.8 8.5 9.7 12.1 10.0 12.5 13.3 16.5

700 7.2 8.9 10.4 12.9 10.8 13.4 14.3 17.9

800 7.5 9.4 11.1 13.8 11.5 14.3 15.4 19.2

Arsen®
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H & SAFETY MANAGEMENT SYSTEMMale-Female Connection

Fan Coil Hoses With Braiding 
(Uninsulated)

FAN COIL HOSES

Fan Coil Hoses With Braiding 
(Insulated)

Hose: 
AISI 316L 

Stainless Steel

Insulation: 
9mm Rubber

Fittings: 
St37 Carbon Steel 

(CrNi Coated)

Insulation Ferrule: 
Plastic

Braid Wire: 
AISI 304 

Stainless Steel

Male Side Threads: Conical thread according to ISO 7-1
Female Side Threads: Cyclindirical thread according to ISO 228-1
Connection Type: According to EN ISO 10806
Production: According to EN ISO 10380

Prices are determined according to FOB/FCA delivery type.

Length
(mm)

Hose Inside
Diameter 12mm

Hose Inside
Diameter 16mm

Hose Inside
Diameter 20mm

1/2"x1/2" 1/2"x3/4" 3/4"x3/4" 1"x1"

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

200 12.2 15.2 14.3 17.9 15.1 18.8 22.6 28.1

250 12.5 15.6 14.9 18.5 15.6 19.4 23.7 29.5

300 12.9 16.1 15.4 19.2 16.1 20.1 24.7 30.8

350 13.3 16.5 15.9 19.9 16.7 20.8 25.8 32.1

400 13.6 17.0 16.5 20.5 17.2 21.4 26.9 33.5

450 14.0 17.4 17.0 21.2 17.7 22.1 28.0 34.8

500 14.3 17.9 17.6 21.9 18.3 22.8 29.0 36.2

600 15.1 18.8 18.6 23.2 19.4 24.1 31.2 38.8

700 15.8 19.6 19.7 24.6 20.4 25.4 33.3 41.5

800 16.5 20.5 20.8 25.9 21.5 26.8 35.5 44.2

Length
(mm)

Hose Inside
Diameter 12mm

Hose Inside
Diameter 16mm

Hose Inside
Diameter 20mm

1/2"x1/2" 1/2"x3/4" 3/4"x3/4" 1"x1"

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

200 13.3 16.5 15.8 19.6 16.5 20.5 24.4 30.4

250 13.6 17.0 16.3 20.3 17.0 21.2 25.4 31.7

300 14.0 17.4 16.8 21.0 17.6 21.9 26.5 33.0

350 14.3 17.9 17.4 21.7 18.1 22.5 27.6 34.4

400 14.7 18.3 17.9 22.3 18.6 23.2 28.7 35.7

450 15.1 18.8 18.5 23.0 19.2 23.9 29.7 37.1

500 15.4 19.2 19.0 23.7 19.7 24.6 30.8 38.4

600 16.1 20.1 20.1 25.0 20.8 25.9 33.0 41.1

700 16.8 21.0 21.1 26.3 21.9 27.2 35.1 43.8

800 17.6 21.9 22.2 27.7 22.9 28.6 37.3 46.4

Arsen®
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(Both sides have internal or external threaded fittings up to 170mm length)
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H & SAFETY MANAGEMENT SYSTEM

SOLAR / BOILER HOSES

Prices are determined according to FOB/FCA delivery type.

Pitch Type: Wide
10/15/20/25/50m Reel

Ins.
Thick.

1/2" / DN12 5/8" / DN16 3/4" / DN20 1" / DN25
€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

Hose Without Insulation - 3.5 4.4 4.6 5.8 6.8 8.4 7.9 9.8

1 in 1 Insuleted Hose 13
19

9.8
15.0

12.2
18.7

13.3
15.8

16.5
19.6

16.2
20.0

20.1
24.9

22.3
25.6

27.8
31.9

1 in 1 Insuleted Hose
With Braiding

13
19

14.1
17.5

17.5
21.8

14.8
18.3

18.4
22.8

19.2
22.7

23.9
28.3

24.5
28.7

30.5
35.7

2 in 1 Insuleted Hose 13
19

21.0
25.2

26.1
31.4

25.2
32.0

31.4
39.8

31.6
41.8

39.3
52.0

40.8
47.9

50.8
59.6

2 in 1 Insuleted Hose
With Braiding

13
19

22.3
26.2

27.8
32.6

29.2
33.0

36.3
41.1

37.2
42.9

46.2
53.4

41.8
49.5

52.0
61.6

Hose
Diameter

Fittings
Diameter

Fittings 
Set 

(10'lu)

Compressing 
Piston and Mold 

(For only one dia.)

Compressing
Mold

(mm) (mm) €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

12 1/2" 17.1 21.3

110.0 137.8 67.9 84.4
16 5/8" 23.9 29.8

20 3/4" 32.9 40.9

25 1" 50.0 62.2

DN Wall
Thick.

Flex.
Type 20m 30m 40m

(mm) (inch) (mm) Tip €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

12 1/2" 0.15 Wide 132 164 168 209 204 253

16 5/8" 0.18 Wide 182 227 229 284 275 342

20 3/4" 0.20 Wide 254 316 321 400 389 484

25 1" 0.30 St. 364 453 546 680 729 907

32 11/4" 0.30 St. 470 586 707 880 943 1.173

40 11/2" 0.40 St. 630 784 946 1.178 1.261 1.569

Arsen®
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Working 
Pressure: 

16 Bar
9001:2008
ISOQ

UA
LI

TY M
ANAGEMENT SYSTEM

R
E

G
ISTERED COMPA

N
Y

EN ISO
10380

PRODUCED AND TESTED √18001
OHSAS

CERTIFI
ED

 HE
ALT

H & SAFETY MANAGEMENT SYSTEM

U-Flex Seismic Omega 
(Loop) Hoses

V-Flex Seismic Omega 
(Loop) Hoses

UW-Flex Seismic Omega 
(Loop) Hoses

OMEGA (LOOP) HOSES

Prices are determined according to FOB/FCA delivery type.

Hose: 
AISI 316L 

Stainless Steel

Braid: 
AISI 304 

Stainless Steel

Connections: 
St37 

Carbon Steel

DN

Welding Neck / Grooved Flanged

X,Y,Z ± 50mm X,Y,Z ± 100mm X,Y,Z ± 50mm X,Y,Z ± 100mm

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

25 115 143 124 155 172 214 183 228
32 140 174 151 188 202 251 216 269
40 165 205 178 222 229 285 246 306
50 200 249 216 269 275 342 295 367
65 243 303 265 329 340 423 367 457
80 281 349 305 380 395 492 426 530

100 372 463 403 501 498 620 538 669
125 573 714 627 780 728 905 790 983
150 754 939 826 1028 948 1179 1025 1276
200 1156 1439 1264 1573 1418 1764 1619 2015

DN

Welding Neck / Grooved Flanged

X,Y,Z ± 50mm X,Y,Z ± 100mm X,Y,Z ± 50mm X,Y,Z ± 100mm

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

25 137 171 147 183 185 230 197 246
32 158 197 169 211 213 265 228 284
40 184 229 198 247 244 304 263 327
50 223 277 239 298 295 367 314 391
65 270 337 281 350 361 449 390 485
80 314 391 342 426 425 528 459 571

100 404 503 441 549 542 675 585 728
125 628 781 689 858 795 989 866 1078
150 858 1068 942 1173 1047 1303 1149 1430
200 1253 1560 1407 1751 1561 1943 1696 2110

DN

Welding Neck / Grooved Flanged

X,Y,Z ± 50mm X,Y,Z ± 100mm X,Y,Z ± 50mm X,Y,Z ± 100mm

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

25 185 231 199 248 249 311 266 332
32 213 266 229 285 287 358 308 384
40 249 310 267 333 330 411 355 442
50 301 375 323 402 398 496 424 528
65 365 455 379 472 488 607 527 655
80 424 528 462 575 573 714 620 771

100 546 680 595 741 732 912 789 983
125 847 1055 931 1159 1073 1336 1169 1455
150 1158 1442 1272 1584 1414 1760 1551 1931
200 1692 2106 1900 2365 2108 2624 2289 2849

Arsen®
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Material Specifications:
Bellows: AISI 304 Stainless Steel
Liner: AISI 304 Stainless Steel
Welding Neck: St37 Carbon Steel
Pressure: PN16, PN2.5-.....-PN64 (Optional)
Temperature: -80/+427 °C

Material Specifications:
Bellows: AISI 304 Stainless Steel
Liner: AISI 304 Stainless Steel
Flange: St37 Carbon Steel
Pressure: PN16, PN2.5-.....-PN64 (Optional)
Temperature: -80/+427 °C

Material Specifications:
Bellows: AISI 304 Stainless Steel
Liner: AISI 304 Stainless Steel
Flange: St37 Carbon Steel
Pressure: PN16, PN2.5-.....-PN64 (Optional)
Temperature: -80/+427 °C

METAL EXPANSION JOINTS

DN

Metal Bellows Expansion Joints - Floating Flanged
30mm Expansion 

Without Liner
30mm Expansion 

With Liner
60mm Expansion 

With Liner
€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

25 52.7 65.6 61.9 77.0 - -
32 56.9 70.8 66.1 82.2 - -
40 62.4 77.6 73.3 91.3 - -
50 70.5 87.7 83.9 104.4 95.1 118.4
65 82.3 102.4 95.7 119.1 108.1 134.5
80 99.2 123.4 115.1 143.3 128.6 160.0

100 121.4 151.1 141.0 175.4 152.7 190.1
125 139.3 173.3 170.1 211.7 191.0 237.6
150 186.3 231.9 211.0 262.5 247.7 308.3
200 277.3 345.0 317.1 394.7 353.9 440.4
250 388.8 483.9 457.0 568.7 507.4 631.4

DN

Metal Bellows Expansion Joints - Fixed Flanged
30mm Expansion 

Without Liner
30mm Expansion 

With Liner
60mm Expansion 

With Liner
€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

25 61.9 77.0 72.6 90.4 - -
32 66.1 82.2 78.0 97.0 - -
40 72.6 90.4 84.5 105.2 - -
50 80.4 100.0 94.6 117.8 107.1 133.3
65 92.3 114.8 106.5 132.6 126.2 157.0
80 107.7 134.1 127.4 158.5 147.6 183.7

100 132.1 164.4 154.8 192.6 173.2 215.6
125 156.0 194.1 183.9 228.9 216.1 268.9
150 200.0 248.9 226.8 282.2 273.8 340.7
200 294.0 365.9 330.4 411.1 385.7 480.0
250 408.9 508.9 465.5 579.3 538.7 670.4

DN

Metal Bellows Expansion Joints - Welding Necked
30mm Expansion 

Without Liner
30mm Expansion 

With Liner
60mm Expansion 

With Liner
€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

25 45.0 56.0 55.8 69.5 - -
32 46.9 58.4 58.3 72.6 - -
40 49.4 61.5 60.7 75.6 - -
50 53.1 66.1 65.1 81.0 77.1 96.0
65 57.6 71.7 71.5 89.0 86.7 107.9
80 62.0 77.2 76.8 95.6 98.1 122.1

100 76.0 94.5 92.6 115.3 115.0 143.1
125 87.4 108.7 104.0 129.5 138.1 171.9
150 112.1 139.6 130.5 162.4 173.7 216.1
200 157.1 195.6 186.0 231.4 251.1 312.4
250 209.4 260.6 244.5 304.3 339.8 422.8

Prices are determined according to FOB/FCA delivery type.

Arsen®
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Material Specifications:
Bellow: AISI 304 Stainless Steel
Pipes: St37 Carbon Steel 
Flange: St37 Carbon Steel
Con.Type: Floating x Fixed Flanged / Floating x Floating Flanged
Pressure: PN16, PN25/40 (Optional)
Temperature: -80/+427 °C

Material Specifications:
Bellow: AISI 304 Stainless Steel
Pipes: St37 Carbon Steel 
Welding Neck: St37 Carbon Steel
Connection Type: Weding Neck
Pressure: PN16, PN25/40 (Optional)
Temperature: -80/+427 °C

METAL EXPANSION JOINTS

Prices are determined according to FOB/FCA delivery type.

DN

Externally Pressurized Expansion Joints - Floating Flanged / Fixed Flanged
30mm Expansion

(-20/+10)
60mm Expansion

(-40/+20)
90mm Expansion

(-70/+20)
120mm Expansion

(-90/+30)
€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

25 129 161 148 184 164 205 188 234
32 136 169 160 199 179 222 200 249
40 149 186 170 211 191 238 220 274
50 170 211 191 237 213 265 255 317
65 204 254 228 283 250 311 301 374
80 235 293 258 321 289 360 349 434

100 286 356 316 393 350 435 409 510
125 381 474 412 513 459 572 553 688
150 479 596 531 660 596 742 693 862
200 701 873 798 992 878 1.092 1.031 1.283
250 1.001 1.246 1.124 1.399 1.220 1.518 1.419 1.766

DN

Externally Pressurized Expansion Joints - Welding Necked
30mm Expansion

(-20/+10)
60mm Expansion

(-40/+20)
90mm Expansion

(-70/+20)
120mm Expansion

(-90/+30)
€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

25 97 120 116 144 127 158 155 193
32 103 129 122 152 138 172 167 208
40 111 138 128 160 148 185 189 235
50 124 154 143 177 160 199 209 260
65 140 175 160 199 181 226 239 298
80 165 205 183 228 209 260 285 355

100 205 255 228 284 261 325 341 424
125 253 315 300 374 341 425 412 513
150 348 433 398 495 437 544 547 681
200 512 637 573 713 632 787 799 994
250 679 844 787 980 898 1.118 1.130 1.406

Arsen®
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Material Specifications:
Bellow: AISI 304 Stainless Steel
Pipe, Sheet Bar, Limit Rod: St37 Carbon Steel 
Flange: St37 Carbon Steel 
Connection Type: Floating x Floating Flanged
Pressure: PN16, PN25/40 (Optional)
Temperature: -80/+427 °C

Material Specifications:
Bellow: AISI 304 Stainless Steel
Pipe, Sheet Bar, Limit Rod: St37 Carbon Steel 
Flange: St37 Carbon Steel 
Connection Type: Floating x Floating Flanged
Pressure: PN16, PN25/40 (Optional)
Temperature: -80/+427 °C

METAL EXPANSION JOINTS

DN

Universal Tied Expansion Joints - (Floating Flanged)
DN25-DN50 Axial Movement:30mm /  DN65-DN250 Axial Movement:60mm 

Lateral Movement
(-25/+25mm)

Lateral Movement
(-50/+50mm)

Lateral Movement
(-75/+75mm)

Lateral Movement
(-100/+100mm)

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.
25 120 149 127 158 134 167 139 173
32 140 174 146 182 152 190 160 199
40 156 194 163 203 171 212 178 222
50 194 242 204 253 211 262 221 275
65 222 276 232 289 241 299 251 313
80 285 355 298 371 309 384 324 403
100 337 419 352 438 363 452 382 475
125 446 555 459 571 471 586 493 614
150 550 685 574 714 588 732 616 766
200 803 999 843 1.049 888 1.105 932 1.160
250 1.068 1.330 1.124 1.399 1.177 1.465 1.222 1.520

DN

Universal Tied Expansion Joints - (Welding Necked)
DN25-DN50 Axial Movement:30mm /  DN65-DN250 Axial Movement:60mm 

Lateral Movement
(-25/+25mm)

Lateral Movement
(-50/+50mm)

Lateral Movement
(-75/+75mm)

Lateral Movement
(-100/+100mm)

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.
25 118 147 123 152 126 157 133 166
32 124 154 130 162 134 167 141 176
40 134 166 139 173 146 181 153 190
50 158 197 166 207 172 214 180 223
65 183 228 192 239 199 248 209 260
80 218 272 230 286 239 298 251 312
100 266 331 279 347 292 363 305 380
125 312 389 332 413 343 426 360 448
150 379 472 394 490 416 518 434 540
200 550 685 583 726 616 767 643 800
250 755 939 788 980 846 1.052 880 1.095

Prices are determined according to FOB/FCA delivery type.

Arsen®
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METAL EXPANSION JOINTS

Material Specifications:
Bellow: AISI 304 Stainless Steel
Connections: St37 Carbon Steel 
Flange: St37 Carbon Steel 
Connection Type: Floating x Fixed / Floating x Floating Flanged
Pressure: PN16, PN25/40 (Optional)
Temperature: -80/+427 °C

Material Specifications:
Bellow: AISI 304 Stainless Steel
Connections: St37 Carbon Steel 
Welding Neck: St37 Carbon Steel 
Connection Type: Welding Neck
Pressure: PN16, PN25/40 (Optional)
Temperature: -80/+427 °C

DN

Gimbal Type (Seismic) Expansion Joints - (Floating / Fixed Flanged)
X Axis: 100mm (±50)
Y Axis: 100mm (±50)
Z Axis: 100mm (±50)

X Axis: 100mm (±50)
Y Axis: 200mm (±100)
Z Axis: 200mm (±100)

X Axis: 100mm (±50)
Y Axis: 300mm (±150)
Z Axis: 300mm (±150)

X Axis: 100mm (±50)
Y Axis: 400mm (±200)
Z Axis: 400mm (±200)

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.
25 184 229 192 239 203 252 211 263
32 208 259 217 270 227 282 238 296
40 232 289 242 302 252 314 263 328
50 281 349 293 364 306 381 320 399
65 322 400 335 417 349 434 366 455
80 384 478 400 498 418 520 438 545

100 477 593 510 634 523 651 548 681
125 574 714 594 739 621 772 655 816
150 761 948 793 987 822 1.023 866 1.077
200 1.218 1.516 1.273 1.584 1.303 1.621 1.381 1.719
250 1.578 1.964 1.646 2.048 1.703 2.119 1.785 2.221

DN

Gimbal Type (Seismic) Expansion Joints - (Welding Necked)
X Axis: 100mm (±50)
Y Axis: 100mm (±50)
Z Axis: 100mm (±50)

X Axis: 100mm (±50)
Y Axis: 200mm (±100)
Z Axis: 200mm (±100)

X Axis: 100mm (±50)
Y Axis: 300mm (±150)
Z Axis: 300mm (±150)

X Axis: 100mm (±50)
Y Axis: 400mm (±200)
Z Axis: 400mm (±200)

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.
25 158 196 164 204 174 217 182 227
32 175 218 183 227 192 240 201 250
40 195 242 202 251 212 264 222 277
50 230 287 242 301 254 316 266 331
65 264 329 277 344 291 362 303 378
80 324 404 339 421 354 440 370 461

100 404 503 423 527 438 546 459 571
125 489 608 507 631 532 662 555 691
150 623 775 657 817 693 862 728 906
200 1.029 1.281 1.078 1.342 1.136 1.413 1.186 1.476
250 1.344 1.672 1.409 1.754 1.461 1.818 1.536 1.912

Prices are determined according to FOB/FCA delivery type.
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Vibration Absorber Expansion Joints With Tie Rod
DN €/pcs. $/pcs.

25 82 103

32 86 107

40 95 119

50 103 128

65 121 150

80 139 173

100 162 202

125 192 239

150 233 290

200 360 448

250 501 623

300 689 857

Material Specifications:
Bellow: AISI 304 Stainless Steel
Flange: St37 Carbon Steel
Limit Rod: St37 Carbon Steel 
Connection Type: Floating x Floating Flanged
Pressure: PN16
Temperature: -80/+427 °C

METAL EXPANSION JOINTS

Prices are determined according to FOB/FCA delivery type.

Arsen®
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Rubber Expansion Joints - (Floating Ductile Iron / Steel Flanged)

DN

EPDM NBR

DUCTILE IRON 
FLANGED

CARBON STEEL 
FLANGED

DUCTILE IRON 
FLANGED

CARBON STEEL 
FLANGED

€/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs. €/pcs. $/pcs.

32 28 35 54 67 34 42 59 74

40 30 37 58 72 36 44 64 80

50 35 43 67 83 42 52 74 92

65 45 56 77 96 54 67 85 106

80 52 64 96 120 61 76 106 132

100 62 77 118 147 76 95 128 159

125 80 99 143 177 96 119 154 192

150 104 129 182 227 123 153 196 244

200 150 187 287 357 178 222 309 385

250 193 240 361 449 229 285 425 529

300 288 359 591 736 331 412 597 743

Material Specifications:
Bellow: EPDM / NBR
Flange: Ductile Iron / Carbon Steel 
Connection Type: Floating Flanged
Pressure: PN16
Temperature: 100 °C

RUBBER EXPANSION JOINTS

Prices are determined according to FOB/FCA delivery type.

Arsen®
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JACKET TYPES Curr.
DN

15 20 25 32 40 50 65 80 100 125 150 200 250 300

PISTON-
GLOBE VALVE

€/pcs. 17 21 23 28 31 38 41 43 46 53 74 98 120 139

$/pcs. 21 26 29 34 37 47 50 52 56 65 91 120 146 169

STRAINER- 
CHECK VALVE

€/pcs. 15 19 21 22 28 29 34 35 42 53 62 75 103 116

$/pcs. 18 23 25 27 34 36 42 43 51 65 76 92 125 142

BALL-
BUTTERFLY V.

€/pcs. 18 23 27 28 29 30 32 34 42 43 45 65 85 90

$/pcs. 21 28 32 34 35 37 39 42 51 52 55 79 103 109

THREE WAY
VALVE

€/pcs. 16 21 24 29 32 41 43 45 50 58 82 110 130 148

$/pcs. 19 26 30 35 39 50 52 55 60 70 100 133 158 180

BALANCING
VALVE

€/pcs. 18 23 27 27 30 37 38 41 45 52 74 100 118 136

$/pcs. 22 28 32 33 36 45 46 50 55 63 90 122 143 165

PNEUMATIC
VALVE

€/pcs. 13 18 19 20 27 28 33 34 40 51 62 75 103 116

$/pcs. 16 21 23 25 33 34 40 42 49 62 76 92 125 142

PRESSURE
RUDUCING V.

€/pcs. 14 18 20 21 28 29 34 36 42 53 65 79 109 121

$/pcs. 17 22 24 26 34 36 42 44 52 65 79 96 133 148

SAFETY VALVE
€/pcs. 15 21 23 27 31 40 42 45 50 58 85 114 135 155

$/pcs. 18 25 29 33 37 48 51 55 60 70 104 139 165 189

SEPARATOR
€/pcs. 28 38 43 50 56 73 76 83 90 105 156 210 247 283

$/pcs. 34 46 52 61 68 89 92 101 109 128 190 256 301 345

EXPANSION
JOINT

€/pcs. 26 27 28 29 32 34 35 37 50 52 54 80 96 120

$/pcs. 32 33 34 36 39 42 43 45 60 64 66 97 117 146

Technical Specifications
Cloth Material: Nonflammable Cloth with Silicon
Insulation Material: Rubber Foam
Packthread: Cable Tie
Dimensions: DN 15 – DN 500
Temperature Rating: -40 /+105 ºC

Technical Specifications
Cloth Material: Nonflammable Cloth with Silicon / Cloth with Silicon
Insulation Material: Rock Wool / Ceramic Blanket
Packthread: Fiber Glass Rope
Dimensions: DN 15 – DN 500
Temperature Rating: 1200 ºC (Max.)

VALVE JACKETS

Heating / Cooling Valve Jackets

Prices are determined according to FOB/FCA delivery type.

Arsen®
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Arsen Industrıal Installatıon 
Products Ltd.Co.
Address : Merkez Mah. Emirler Sok. No:25
34245 Gaziosmanpasa/Istanbul-Turkiye
Tel :+90 212 564 90 40  Fax :+90 212 564 90 88
Web : www.arsen.com.tr
Email : arsen@arsen.com.tr

"QUALITY ALWAYS WINS"

Arsenflex®


