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Flexible Metal Hoses With Fittings

FLEXIBLE METAL HOSES

Hose: 
AISI 304L/316L Stainless Steel

Fittings: 
St37 Carbon Steel (CrNi Coated)

Length
(mm)

Male-Female / Female-Female Connections

1/2" 3/4" 1" 11/4" 11/2" 2"

€/Pcs. $/Pcs. €/Pcs. $/Pcs. €/Pcs. $/Pcs. €/Pcs. $/Pcs. €/Pcs. $/Pcs. €/Pcs. $/Pcs.

250 9.6 11.9 14.5 18.1 26.6 33.1 32.3 40.3 43.5 54.1 77.1 96.0

300 10.1 12.5 15.3 19.0 27.8 34.6 34.1 42.5 45.7 56.9 79.6 99.1

350 10.6 13.1 16.0 20.0 28.9 36.0 35.8 44.6 47.9 59.7 82.1 102.2

400 11.0 13.8 16.8 20.9 30.1 37.5 37.6 46.8 50.2 62.5 84.6 105.4

450 11.5 14.4 17.5 21.8 31.3 39.0 39.3 49.0 52.4 65.3 87.1 108.5

500 12.0 15.0 18.3 22.8 32.4 40.4 41.0 51.1 54.7 68.1 89.6 111.6

600 13.0 16.2 19.8 24.6 34.8 43.3 44.5 55.4 59.1 73.7 94.6 117.9

700 13.9 17.4 21.3 26.5 37.1 46.2 48.0 59.8 63.6 79.2 99.6 124.1

800 14.9 18.6 22.8 28.4 39.4 49.1 51.5 64.1 68.1 84.8 104.7 130.4

900 15.9 19.8 24.3 30.3 41.8 52.0 54.9 68.4 72.6 90.4 109.7 136.6

1000 16.8 21.0 25.8 32.1 44.1 54.9 58.4 72.8 77.1 96.0 114.7 142.9

1500 21.7 27.0 33.3 41.5 55.7 69.4 75.8 94.4 99.5 123.9 139.8 174.1

2000 26.5 33.0 40.9 50.9 67.4 83.9 93.2 116.1 121.9 151.8 164.9 205.4

Braid: 
AISI 304 Stainless Steel

Prices are determined according to FOB/FCA delivery type.

Male Side Threads: Conical thread according to ISO 7-1
Female Side Threads: Cyclindirical thread according to ISO 228-1
Connection type: According to EN ISO 10806
Production: According to EN ISO 10380
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